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VIAFLO GripTips for reliable pipetting results
Product description:

When working with a 96- or 384-channel system such as the VIAFLO 96 or VIAFLO 384, it is essential that the pipette tips are reliably attached. Due to the unique design, the GripTip system ensures that the tips will never accidently loosen, leak or fall off, even when performing a tip touch on the sidewall of a vessel. Pipetting with multiple channels into a well plate is a precision task. GripTips for VIAFLO 96 and VIAFLO 384 undergo an additional quality check for tip straightness, guaranteeing accurate pipetting in 96- and 384-well plates.

Depending on the tip size, GripTips are packaged in two different tip boxes. Larger volume GripTips (300 µl, 1250 µl) are delivered in boxes of 96 tips. The smaller volume GripTips (12.5 µl, 125 µl) are filled in a space efficient 384-fold grid in XYZ boxes. These boxes house 4 times as many tips and feature the standard SBS-footprint. All tips are available in non-sterile, sterile or filtered sterile configurations. 

Features and benefits:

· GripTips snap onto the tip fitting of the pipetting head, which prevents tips from falling off.
· An additional quality check ensures that pipette tips are perfectly straight, enabling precise pipetting in multi well plates.

· Filtered GripTips reliably protect the pipetting head against contaminations caused by aerosols.
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