
2-COVID-19 Report

Program Name (on pipette)
2-COVID-19

Date: 27. Mar. 2020

User Credentials
LSaName:

Overview Method

VOYAGER - 
50µl - 12CH

Description

Initial Volumes1 Transfer2

Sample Rack 1

Transfer3

Sample Rack 2

Message4

Replace Racks

Transfer5

Sample Rack 3

Transfer6

Sample Rack 4

Add the nucleic acid templates

Total Time:

Total Tip Consumption:

15 min 14 sec

384

Deck Layout

Portrait

125 µl
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Pipette & Deck

Labware Name Manufacturer Part Number

Pipette
VOYAGER

50µl
12 channels

INTEGRA 4736

Pipette Tip
50/125 µl GripTip, Sterile, Filter, Low 

retention
INTEGRA 6565

Deck 3 Position Universal Deck INTEGRA 4520

Deck Labware

Deck Position Labware Name Manufacturer
Part 

Number
Description

A Tube Rack
FluidX 96-format, 0.7 ml Internal 
Thread Tube, V-Bottom - 700 µl

Brooks Life 
Sciences

SP-1064

FluidX 96-format, 0.7ml 
Internal 
Thread, Non-coded Tube, V-
Bottom, 
Uncapped, HighBase Rack, 
Blue rack 
base, Clear Lid with White 
Latches

B Tube Rack
FluidX 96-format, 0.7 ml Internal 
Thread Tube, V-Bottom - 700 µl

Brooks Life 
Sciences

SP-1064

FluidX 96-format, 0.7ml 
Internal 
Thread, Non-coded Tube, V-
Bottom, 
Uncapped, HighBase Rack, 
Blue rack 
base, Clear Lid with White 
Latches

C

COMBI System PCR Cooling Block 384_System INTEGRA ROCHE
6255 

0472974900
1

LightCycler® 480 Multiwell 
Plate 384, white on a PCR 
Cooling Block 384 from 
INTEGRA

C1
LightCycler® 480 Multiwell Plate 

384_Cooling Block
ROCHE

0472974900
1

LightCycler® 480 Multiwell 
Plate 384, white

D Waste
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Method

Step Description

Initial Volum...1

700 µl

7 µl

Description: 
Sample Rack 1

Transfer2

Time: 
3 min 49 sec 
Used Tips: 
96

Summary individual transfers
Source Target

Step
Deck 

Position
Well 

Positions
Start Height 

[mm]
Deck 

Position
Well 

Positions
Start Height 

[mm]
Volume [µl]

1 A A12-A1 26 mm C C1 A12-A1 22 mm 2.5
2 A B12-B1 26 mm C C1 B12-B1 22 mm 2.5
3 A C12-C1 26 mm C C1 C12-C1 22 mm 2.5
4 A D12-D1 26 mm C C1 D12-D1 22 mm 2.5
5 A E12-E1 26 mm C C1 E12-E1 22 mm 2.5
6 A F12-F1 26 mm C C1 F12-F1 22 mm 2.5
7 A G12-G1 26 mm C C1 G12-G1 22 mm 2.5
8 A H12-H1 26 mm C C1 H12-H1 22 mm 2.5

Pipetting settings

Tab Parameter Set value

Pipetting location

Source: 
Tip Spacing 
Target: 
Tip Spacing 
 

Source: 
8.9 mm 
Target: 
C1: 4.5 mm 
 

Volumes
Volume
Air Gap

Fix
1.5 µl
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Step Description

Pipetting Speeds

Aspiration Speed
Aspiration Delay
Dispense Speed
Dispense Delay
Aspirate

2
0
2
0
No

Pipetting Height

Source: 
Heights 
Tip Travel 
Safety Bottom Offset 
Target: 
Heights 
Tip Travel 
Safety Bottom Offset 
 

Source: 
Fix 
Yes 
2 mm 
Target: 
C1: Fix 
Yes 
C1: 2 mm 
 

Tip Change Tip Change After each transfer

Mix

Source: 
Mixing 
 
Target: 
Mixing 
 
 

Source: 
No 
 
Target: 
No 
 
 

Tip Touch
Tip Touch
Type of Tip Touch
Tip Touch Height

Yes
Liquid
C1: 23 mm

Description: 
Sample Rack 2

Transfer3

Time: 
3 min 51 sec 
Used Tips: 
96

Summary individual transfers
Source Target

Step
Deck 

Position
Well 

Positions
Start Height 

[mm]
Deck 

Position
Well 

Positions
Start Height 

[mm]
Volume [µl]

1 B A12-A1 26 mm C C1 I12-I1 22 mm 2.5
2 B B12-B1 26 mm C C1 J12-J1 22 mm 2.5
3 B C12-C1 26 mm C C1 K12-K1 22 mm 2.5
4 B D12-D1 26 mm C C1 L12-L1 22 mm 2.5
5 B E12-E1 26 mm C C1 M12-M1 22 mm 2.5
6 B F12-F1 26 mm C C1 N12-N1 22 mm 2.5
7 B G12-G1 26 mm C C1 O12-O1 22 mm 2.5
8 B H12-H1 26 mm C C1 P12-P1 22 mm 2.5

Pipetting settings
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Step Description

Tab Parameter Set value

Pipetting location

Source: 
Tip Spacing 
Target: 
Tip Spacing 
 

Source: 
8.9 mm 
Target: 
C1: 4.5 mm 
 

Volumes
Volume
Air Gap

Fix
1.5 µl

Pipetting Speeds

Aspiration Speed
Aspiration Delay
Dispense Speed
Dispense Delay
Aspirate

2
0
2
0
No

Pipetting Height

Source: 
Heights 
Tip Travel 
Safety Bottom Offset 
Target: 
Heights 
Tip Travel 
Safety Bottom Offset 
 

Source: 
Fix 
No 
2 mm 
Target: 
C1: Fix 
Yes 
C1: 2 mm 
 

Tip Change Tip Change After each transfer

Mix

Source: 
Mixing 
 
Target: 
Mixing 
 
 

Source: 
No 
 
Target: 
No 
 
 

Tip Touch
Tip Touch
Type of Tip Touch
Tip Touch Height

Yes
Liquid
C1: 23 mm

Description: 
Replace Racks

Message4

Pipetting settings

Tab Parameter Set value

Message
Message Line 1
Message Line 2
Message Line 3

Replace Rack
Rack 3 and 4
-

Transfer5
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Step Description

Description: 
Sample Rack 3

Time: 
3 min 43 sec 
Used Tips: 
96

Summary individual transfers
Source Target

Step
Deck 

Position
Well 

Positions
Start Height 

[mm]
Deck 

Position
Well 

Positions
Start Height 

[mm]
Volume [µl]

1 A A12-A1 26 mm C C1 A24-A13 22 mm 2.5
2 A B12-B1 26 mm C C1 B24-B13 22 mm 2.5
3 A C12-C1 26 mm C C1 C24-C13 22 mm 2.5
4 A D12-D1 26 mm C C1 D24-D13 22 mm 2.5
5 A E12-E1 26 mm C C1 E24-E13 22 mm 2.5
6 A F12-F1 26 mm C C1 F24-F13 22 mm 2.5
7 A G12-G1 26 mm C C1 G24-G13 22 mm 2.5
8 A H12-H1 26 mm C C1 H24-H13 22 mm 2.5

Pipetting settings

Tab Parameter Set value

Pipetting location

Source: 
Tip Spacing 
Target: 
Tip Spacing 
 

Source: 
8.9 mm 
Target: 
C1: 4.5 mm 
 

Volumes
Volume
Air Gap

Fix
1.5 µl

Pipetting Speeds

Aspiration Speed
Aspiration Delay
Dispense Speed
Dispense Delay
Aspirate

2
0
2
0
No

Pipetting Height

Source: 
Heights 
Tip Travel 
Safety Bottom Offset 
Target: 
Heights 
Tip Travel 
Safety Bottom Offset 
 

Source: 
Fix 
Yes 
2 mm 
Target: 
C1: Fix 
Yes 
C1: 2 mm 
 

Tip Change Tip Change After each transfer
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Step Description

Mix

Source: 
Mixing 
 
Target: 
Mixing 
 
 

Source: 
No 
 
Target: 
No 
 
 

Tip Touch
Tip Touch
Type of Tip Touch
Tip Touch Height

Yes
Liquid
C1: 23 mm

Description: 
Sample Rack 4

Transfer6

Time: 
3 min 44 sec 
Used Tips: 
96

Summary individual transfers
Source Target

Step
Deck 

Position
Well 

Positions
Start Height 

[mm]
Deck 

Position
Well 

Positions
Start Height 

[mm]
Volume [µl]

1 B A12-A1 26 mm C C1 I24-I13 22 mm 2.5
2 B B12-B1 26 mm C C1 J24-J13 22 mm 2.5
3 B C12-C1 26 mm C C1 K24-K13 22 mm 2.5
4 B D12-D1 26 mm C C1 L24-L13 22 mm 2.5
5 B E12-E1 26 mm C C1 M24-M13 22 mm 2.5
6 B F12-F1 26 mm C C1 N24-N13 22 mm 2.5
7 B G12-G1 26 mm C C1 O24-O13 22 mm 2.5
8 B H12-H1 26 mm C C1 P24-P13 22 mm 2.5

Pipetting settings

Tab Parameter Set value

Pipetting location

Source: 
Tip Spacing 
Target: 
Tip Spacing 
 

Source: 
8.9 mm 
Target: 
C1: 4.5 mm 
 

Volumes
Volume
Air Gap

Fix
1.5 µl

Pipetting Speeds

Aspiration Speed
Aspiration Delay
Dispense Speed
Dispense Delay
Aspirate

2
0
2
0
No
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Step Description

Pipetting Height

Source: 
Heights 
Tip Travel 
Safety Bottom Offset 
Target: 
Heights 
Tip Travel 
Safety Bottom Offset 
 

Source: 
Fix 
Yes 
2 mm 
Target: 
C1: Fix 
Yes 
C1: 2 mm 
 

Tip Change Tip Change After each transfer

Mix

Source: 
Mixing 
 
Target: 
Mixing 
 
 

Source: 
No 
 
Target: 
No 
 
 

Tip Touch
Tip Touch
Type of Tip Touch
Tip Touch Height

Yes
Liquid
C1: 23 mm
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Run Protocol

Program Name
Program Name (on pipette)

2-COVID-19.iaa
2-COVID-19

Instrument - Serial Number
ASSIST PLUS

Pipette - Serial Number
VOYAGER - 50µl - 12CH

Pipette Tips - Lot Number
50/125 µl GripTip, Sterile, Filter, Low 
retention

Notes:

Run Operator:

Run Date:

Run Start Time:

Run End Time:

Signature:
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