VOYAGER Electronic Pipettes Specifications INTEGRA

Volume Volume Test Ti
. . Accuracy Precision ‘P

Channel Part No. Range Increments Volume

(1)) (T])] ((T])]

Spacing

(to/o) (S°/o) (mm)

4.00
150 2.00 0.60
300 1.60 0.35
1 125 6.00 110 8.0-33.0
625 2.40 0.50
1250 1.20 0.30
6 05 30 4.00 1.20 9.0-19.8
150 2.00 0.60
300 1.60 0.35
1 125 6.00 110 3.0-19.8
625 2.40 0.50
1250 1.20 0.30
8 0.01 1.25 10.00 6.00 45-14.0
6.25 4.00 1.60
12.5 2.00 0.80
0.05 5 5.00 2.50 45-14.0
25 2.50 0.60
50 1.50 0.40
0.1 12.5 3.75 1.50 45-14.0
62.5 2.50 0.70
125 1.60 0.35
05 30 4.00 1.20 5.0-14.0
150 2.00 0.60
300 1.60 035
1 125 6.00 1.10 9.0-14.0
625 2.40 0.50
1250 1.20 0.30
12 0.01 1.25 10.00 6.00 45-90
6.25 4.00 1.60
12.5 2.00 0.80
0.05 5 5.00 2.50 45-9.0
25 2.50 0.60
50 1.50 0.40
4732 5-125 0.1 12.5 3.75 1.50 45-90
62.5 2.50 0.70
125 1.60 035

1. The multichannel specifications represent the performance of all channels of a pipette.
2. Precision = coefficient of variation
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